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variations.

GENERAL NOTES

Plan dimensions and details relative to existing plans are subject to routine
The Contractor shall field verify existing dimensions and details

affecting new construction and make necessary approved adjustments prior

fo construction or ordering of materials.

Such variations shall not be couse

for additional compensation for a change in scope of the work, however, the
Contractor will be paid for the quantity actually furnished based upon the unit
price bid for the work.

Layout of the slope protection system may be varied to suit ground conditions
in the field as directed by the Engineer.

88’-0"" Bk. to Bk. of Headwalls

SEPTEMBER 30, 2008

s ya
EXAMINED 3 2,
crecken Al SO0 A Mo
7 ENGINEER OF STRUCTURAL SERVICES
DRAWN Kyle M. Steffen | PASSED §23£§ i & éz Z )
ENGINEER OF BRIDGES AND STRUCTURES

CHECKED 416

<Re

EXPIRES 11-30-2010

PLAN

Riprap, Class A5

Note:
Verify in field if boftom of
cutoff wall was exposed.

Fill with Stone Dumped

37-67" Avg. Thickness

TOTAL BILL OF MATERIAL

ITEM

UNIT

QUANTITY

Stone Dumped Riprap, Class A5

Ton

240

Estimated quantity. Actual quantity to be determined in the field

PLAN AND REPAIR DETAILS

ILL-130 OVER HURRICANE CREEK QVERFLOW

SN 018- 2005
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